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Over 98% Max. efficiency

NEMA 4X, visually pleasing for indoor and outdoor installations

Numerous protection functions for “peace of mind”

Web-based data monitoring and on-the-go monitoring via smart phone app  

10 years standard warranty

Manufacturer: Ginlong (Ningbo) Technologies Co.,Ltd., Ningbo, Zhejiang, P.R.China

US Office: 565 Metro Pl. S. Suite 3214, Dublin OH 43017, USA 

I   IToll-free: Email:866.438.8408 sales@ginlong.com  sales@ginlong-usa.com

  I Web:www.ginlong.com www.ginlong-usa.com  

Solis-US Three Phase Inverter

Integrated AFCI option

<1W (Night)

Max. grid output current(A)

DC injection current(mA) 

Rated grid frequency(Hz)

Weight

Size

RS 485, WiFi/GPRS (optional)

AC output overcurrent protection

Max. efficiency

CEC efficiency

Max. input voltage (V)

MPPT operating range(V)

Rated voltage(V)

Max. input current(A)

Rated grid voltage(V)

AC grid voltage range(V)

Start-up input voltage(V)

>97%

Solis-6K-US

Datasheet

2/2

PV

Integrated DC switch

Solis-10K-US Solis-15K-US

330

600

15+15

Rated output power(kW) 6 10 15

480

313-470(adjustable)

10.0

<50

MPPT efficiency

32kg/70.5lb

Natural convection

29.0kg/63.9lb

Forced air cooling

427-523

25.116.7

18+18

1000

Max. input power (kW)

Frequency range(Hz)

Conduit connention

Safety and EMC standand

Enclosure type

THD<3%

Three

NEMA 4X

CAN/CSAC22.2 N107.1, UL1741, UL1998, UL1699B, FCC part 15, Class B

Plugged 3/4” openings for bottom and side

10 years

430W*6625H*235D mm.
(  inch)16.9W*261.H*9.3D

-13°F~140°F

7.2 12.0

59.3-60.5

Integrated AFCI(DC arc-fault circuit protection) 

Solis-20K-US

18.0 24.0

200-800

>98.3%

>97.5%

>98.2%

>97.3%

20

30.4

Optional
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97.5%

96.8%

47-52Hz or 57-62Hz(adjustable)

Natural convection

Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

220/230/240V

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

3kW

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

Solis-2.5K-2G

Over 97.5% Max.efficiency
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97.5%

96.8%

47-52Hz or 57-62Hz(adjustable)

Natural convection

Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

220/230/240V

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

3kW

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

Solis-2.5K-2G-ST

Over 97.5% Max.efficiency

-2.5K-2G-ST
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97.5%

96.8%

Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

Natural convection

47-52Hz or 57-62Hz(adjustable)

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

4.2kW

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

Solis-3.6K-2G

Over 97.5% Max.efficiency

220/230/240V



97.5%

96.8%

Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

Natural convection

47-52Hz or 57-62Hz(adjustable)

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

4.2kW

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

Over 97.5% Max.efficiency

-3.6K-2G-ST
Solis-3.6K-2G-ST

1/2

18A

220/230/240V
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97.5%

96.8%

Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

Natural convection

47-52Hz or 57-62Hz(adjustable)

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

3.5kW

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

Solis-3K-2G

Over 97.5% Max.efficiency

220/230/240V
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97.5%

96.8%

Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

Natural convection

47-52Hz or 57-62Hz(adjustable)

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

3.5kW

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

Over 97.5% Max.efficiency

-3K-2G-ST
Solis-3K-2G-ST

18A

220/230/240V
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97.8%

97%

Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

47-52Hz or 57-62Hz(adjustable)

Natural convection

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

5.3kW

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

Solis-4.6K-2G

Over 97.8% Max.efficiency

220/230/240V
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97.8%

97%

Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

Natural convection

47-52Hz or 57-62Hz(adjustable)

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

4.6kW

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

Solis-4K-2G

Over 97.8% Max.efficiency

220/230/240V



Operating ambient temperature range

MPPT number/Max. input strings number

Rated grid voltage

Grid voltage range

Max. output current

Power factor

Total harmonic distortion (THDi)

Grid frequency range

EU efficiency

Insulation resistance monitoring

Output over current protection

Short circuit protection

Self consumption

Max. operation altitude

Relative humidity

Safety/EMC standard

Grid connection standard

Max. input current

Output Side (AC)

Output over voltage protection

Dimensions

2/2

97.8%

97%

Natural convection

47-52Hz or 57-62Hz(adjustable)

EN61000-6-1:2007; EN61000-6-3:2007
          IEC62109-1/2; AS3100

Input Side (DC)

Max. input power

Max. input voltage

Start-up input voltage

MPPT voltage range

5.8kW

Solis-5K-2G

Over 97.8% Max.efficiency

220/230/240V
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